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STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 03 DISTRICT 02

CONTRACT PROPOSAL
SMALL BUSINESS ENTERPRISE

WBS ELEMENT : 3.108211 & 3.208211 and 3.103111 & 3.203111
COUNTY : Sampson/Duplin
ROUTES: Various

DESCRIPTION : Construction of Various Concrete Iltems

BID OPENING: Tuesday, February 16, 2012 at 2:00 P.M.

NAME OF BIDDER N.C. CONTRACTOR’'S LICENSE NUMB ER

ADDRESS OF BIDDER

Notice: A NC General Contractor’s license is noteguired nor are Contract Payment and Contract
Performance Bonds required. Bidders shall comply with albther applicable laws, including but not
limited to, those regulating the practices of electrical, lpmbing, heating, and air conditioning and
refrigeration contracting as contained in Chapter 87 of the Gemral Statutes of North Carolina.

RETURN BIDS TO:

North Carolina Department of Transportation
Lloyd Royall, PLS

Division 3 Engineer’s Office

5501 Barbados Blvd.

Castle Hayne, NC 28429
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY
BEFORE PREPARING AND SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordance ith the following requirements. Failure to comply with any
requirement shall cause the bid to be considered irgular and shall be grounds for rejection of the bid.

1. The bid sheet furnished by NCDOT with the proposalldieatised and shall not be altered in any manB€.NOT
SEPARATE THE BID SHEET FROM THE PROPOSAL!

2. All entries on the bid sheet, including signatures,|df@alritten in ink.

3. The Bidder shall submit a unit price for every itemtloa bid form. The unit prices for the various contiterhs shall be
written in figures.

4. An amount bid shall be entered on the bid sheet farygtem. The amount bid for each item shall be deiteed by
multiplying each unit bid by the quantity for that itemgdashall be written in figures in the "Amount Bid" columiithe sheet.

5. The total amount bid shall be written in figures ie giroper place on the bid sheet. The total amountisdaétermined by
adding the amounts bid for each item.

6. Changes in any entry shall be made by marking througlertry in ink and making the correct entry adjacenetbéan ink. A
representative of the Bidder shall initial the chamgmk.

7. The bid shall be properly executed. All bids shall sttwvfollowing information:

a. Name of individual, firm, corporation, partnershipjoint venture submitting bid.
b. Name of individual or representative submitting bid pasition or title.

c. Name, signature, and position or title of witness.

d. Federal Identification Number

e. Contractor's License Number if required

8. Bids submitted by corporations shall bear the setleotorporation.

9. The bid shall not contain any unauthorized addition®tidels, or conditional bids.

10. The bidder shall not add any provision reserving the tiglaccept or reject an award, or to enter intordract pursuant to ar
award.

11. THE PROPOSAL WITH THE BID SHEET STILL ATTACHED SHALL BE PLACED IN A SEALED ENVELOPE
AND SHALL HAVE BEEN DELIVERED TO AND RECEIVED IN TH E DIVISION 3 ENGINEER'S OFFICE AT
5501 Barbados Blvd., Castle Hayne, N.C. 28401 BY 2:00 PMNQuesday, February 16, 2012

12. The sealed bid must display the following statemenherfront of the sealed envelope:

QUOTATION FOR WORK ORDER 3.108211 & 3.208211 and 3.103111 & 3.203111, Constriget of
Various Concrete Items in Sampson/Duplin COUNTY TO BEOPENED AT 2:00 PM on Tuesday,
February 16, 2012

13. If delivered by mail, the sealed envelope shall begolae another sealed envelope and the outer envelopdsteldressed as
follows:

North Carolina Department of Transportation
Lloyd Royall, PLS

Division 3 Engineer’s Office

5501 Barbados Blvd.

Castle Hayne, NC 28429

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be maded the lowest responsible Bidder in accordance
with Section 102 éxcluding 102-2 and 102-11) of the Standard Specifications for Roads and Structures
2012. The lowest responsible will be notified that his bidas been accepted and that he has been
awarded the contract. NCDOT reserves the right to rejecall bids.
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General Standard Provisions

GENERAL

This contract is for Construction of Various Concrigémns in Sampson/Duplin County.

All work and materials shall be in accordance withghavisions of the General Guidelines of this contréet
Project Special Provisions, the North Carolina Depant of Transportation Standard Specifications for Roads
and Structures, the North Carolina Department of Tratspon Roadway Standards Drawings, and the current
edition of the Manual of Uniform Traffic Control De@s (MUTCD).

The Contractor shall keep himself fully informed offadideral, State and local laws, ordinances, and regwdatio
and shall comply with the provisions of Section 107 ef$ftandard Specifications.

CONTRACT TIME

CTLD_DDC

The date of availability for this project is April 1, 2012 The Contractor may begin work prior to this date
upon approval of the Engineer or his duly authorized reprasen If such approval is given, and the
Contractor begins work prior to the date of availahihe Department of Transportation will assume no
responsibility for any delays caused prior to the dagvailability by any reason whatsoever, and such deify
any, will not constitute a valid reason for extending tompletion date.

No work will be permitted and no purchase order will Beésl until all required bonds and prerequisite
conditions and certifications have been satisfied.

The completion date for this project is December 31, 2012No extensions will be authorized except as
authorized by Article 108-10 of the Standard Specifications .

Liguidated damages for this contract are Three Hundred and Fty Dollars ($350.00) per calendar day.

AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Divisiamglgeer, Division 03, Division of Highways, North Canal
Department of Transportation, acting directly or throhighduly authorized representatives.

The Engineer will decide all questions which may arss&ahe quality and acceptability of work performed and
as to the rate of progress of the work; all questiorishwinay arise as to the interpretation of the cantrand

all questions as to the acceptable fulfillment of tbetact on the part of the Contractor. His decisiball be

final and he shall have executive authority to enfcand make effective such decisions and orders as the
Contractor fails to carry out promptly.
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AVAILABILITY OF FUNDS — CONTRACT TERMINATION

Payments on this contract are subject to avaikabififunds as allocated by the General Assembly.dfGeneral
Assembly fails to allocate adequate funds, the Departrasatves the right to terminate this contract.

In the event of termination, the Contractor shalgiven a written notice of termination at least 60sdagfore
completion of scheduled worked for which funds are availdhlthe event of termination, the Contractorlshal
be paid for the work already performed in accordancetivéttontract specifications.

BANKRUPTCY

The Department of Transportation, at its option, neagninate the contract upon filing by the Contractoarof
petition for protection under the provisions of the FablBankruptcy Act.

SMALL BUSINESS ENTERPRISE PROGRAM

DDC_SBE
(2-15-2011)
Bids are being solicited for this project under the pionts of the NCDOT’s Small Business Enterprise
Program.

Your firm does not have to be formally identified amiaority, woman or disabled business to qualify for
this Program, but you must have had an annual gross ineb$ie5 million or less, exclusive of materials, for
the previous calendar year.

The maximum contract limit is set at $500,000. If theltbith amount of the contract exceeds this
amount, the bid will not be considered for award.

Under the provisions of this Program, a NC Generalf@otor’s Licenses not required nor are Contract
Payment and Contract Performance Bonds required. Biddallcomply with all other applicable laws,
including but not limited to, those regulating the practaieslectrical, plumbing, heating and air conditioning
and refrigeration contracting as contained in Chapterf 8ecGeneral Statutes of North Carolina.

Prospective bidders who qualify for the SBE Program and & not currently certified are requested to apply for
certification immediately. Additional information and forms on the program may be obtained online at:
http://www.ncdot.org/business/ocs/sbe/

Do not submit the forms with the Bid Documents.
Send completed forms to:

Contractual Services Unit
ATTN: SBE

1509 Mail Service Center

Raleigh, NC 27699-1509
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CLAIMS FOR ADDITIONAL COMPENSATION OR EXTENSION OF
TIME

Any claims for additional compensation and/or extersiof the completion date shall be submitted to the
Division Engineer with detailed justification withinitty (30) days after receipt of the final invoice paymen
The failure of the Contractor to submit the clainwihin thirty days shall be a bar to recovery.

CONTRACTOR CLAIM SUBMITTAL FORM:

(9-16-08) SP1G140

If the Contractor elects to file a written claim @quests an extension of contract time, it shaiuimmitted on
the Contractor Claim Submittal Form (CCSF) available through the Construction Unit or
http://ncdot.org/doh/operations/dp_chief_eng/constructionanmt$§manuals/

DEFAULT OF CONTRACT

The Department of Transportation shall have the tgltteclare default of contract for breach by the Guotar
of any material term or condition of the contracef&ult of contract shall be in accordance with thense
conditions, and procedures of Article 108-9 of the Standardifispéions andwill result in the forfeiture of all
or a portion of the contract price as described elsewhera ithis contract.

ENGINEERING CONTROL

Engineering control and inspection will be by the NaZ#rolina Department of Transportation. The Contract
will cut test samples as directed by the Engineer. Ndwh Carolina Department of Transportation will att
necessary grades for pipe, ditches, or masonry drainageuses. All other field engineering will be the
responsibility of the Contractor and considered asl@mtal to the project bid.

EROSION, SILTATION, AND POLLUTION CONTROL

The Contractor shall exercise every reasonable precautionkenalltaecessary measures throughout the life of the
project to prevent erosion, siltation, and pollution in accordaitbeSection 107-13 of the Standard Specifications.
Silt fence and erosion control measures shall be installedondacce with the plans for this project, Section 1605 of
the Standard Specifications, and in locations directed by the Enginleis representative.

GIFTS FROM VENDORS AND CONTRACTORS:

(12-15-09) SP1 G152

By Executive Order 24, issued by Governor Perdue,Na@ G.S.8 133-32t is unlawful for any vendor or
contractor (i.e. architect, bidder, contractor, cardton manager, design professional, engineer, landlord,
offeror, seller, subcontractor, supplier, or vendor)meke gifts or to give favors to any State employethef
Governor’'s Cabinet Agencies (i.e. Administration, @aance, Correction, Crime Control and Public Safety,
Cultural Resources, Environment and Natural ResourcesltitHand Human Services, Juvenile Justice and
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Delinquency Prevention, Revenue, Transportation, andOfhee of the Governor). This prohibition covers
those vendors and contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the gast gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requinet®ieand exemptions, vendors and contractors are
encouraged to review Executive Order 24 @n8l. § 133-32

Executive Order 24 also encouraged and invited other Stgémches to implement the requirements and
prohibitions of the Executive Order to their agenciegendors and contractors should contact other State
Agencies to determine if those agencies have adopteditiseeOrder 24.

LIABILITY INSURANCE

(11-18-08) SP1 G80

Page 1-68, Article 107-16 is amended to include the following asetliirst, second, third and fourth
paragraphs:

The Contractor shall be liable for any losses reguftom a breach of the terms of this contracte Tontractor
shall be liable for any losses due to the negligenceiliul misconduct of its agents, assigns and employees
including any sub-contractors which causes damage tosdtirewhich the Department is found liable under the
Torts Claims Act, or in the General Courts of Justm®vided the Department provides prompt notice to the
Contractor and that the Contractor has an opportumijefend against such claims. The Contractor shall not
be responsible for punitive damages.

The Contractor shall at its sole cost and expensairobind furnish to the Department an original standard
ACORD form certificate of insurance evidencing comnagrgeneral liability with a limit for bodily injury rad
property damage in the amount of $5,000,000.00 per occurrence andl ggigregate, covering the Contractor
from claims or damages for bodily injury, personal injuoy for property damages which may arise from
operating under the contract by the employees and agetiie €ontractor. The required limit of insurance
may be obtained by a single general liability policyttoe combination of a general liability and exceasillty or
umbrella policy. The State of North Carolina shallfamed as an additional insured on this commercial @ener
liability policy. The policy may contain the follomg language as relates to the State as an additionadnsur
“This insurance with respect to the additional insuredi@ppinly to the extent that the additional insureceld h
liable for your or your agent’s acts or omissionsirgi®ut of and in the course of operations performedher t
additional insured.”

The Contractor shall maintain all legally required iaswwe coverage, including without limitation, worker’s
compensation and vehicle liability, in the amounts meguiby law. Providing and maintaining adequate
insurance coverage is a material obligation of theractor and is of the essence of this contract. siih
insurance shall meet all laws of the State of N@#nolina. Such insurance coverage shall be obtaioea fr
companies that are authorized to provide such coveragehahdare authorized by the Commissioner of
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Insurance to do business in North Carolina. The @otdr shall at all times comply with the terms oflsuc
insurance policies.

Upon execution of the contract, provide evidence oltiwve insurance requirements to the Engineer.

MATERIALS AND TESTING

The Engineer reserves the right to perform all sampling and testmgordance with Section 106 of the Standard
Specifications and the Department's "Materials and Test Mandalvever the Engineer may reduce the frequency of
sampling and testing where he deems it appropriate for the project ond&uction.

The Contractor shall furnish the applicable certifications acdmentation for all materials as required by the
Standard Specifications. Material which is not properly cettifiédl not be accepted.

Delivery tickets for all asphalt material shall be furnishecceoedance with Section 106-7 of the Standard
Specifications and shall include the following information:

NCDOT Work Order Number
Date
Time issued
Type of Material
Gross weight
Tare Weight
Net weight of material
Plant Location
Truck Number
10. Contractor's name
11. Public weighmaster's stamp or number
12. Public weighmaster's signature or initials in ink
13. Job mix formula number (if for asphalt plant mix)
Asphalt Plant Certification Number (if for asphalt plant mix)

©CoNoOR~WNE

MINIMUM WAGES

(7-21-09) 75

FEDERAL: The Fair Labor Standards Act provides that with cereaiceptions every employer shall pay
wages at the rate of not less than SEVEN DOLLARS ANRENTY FIVE CENTS ($7.25) per
hour.
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STATE: The North Carolina Minimum Wage Act provides that gvemployer shall pay to each of his
employees, wages at a rate of not less than SEVENLBRE AND TWENTY FIVE CENTS
($7.25) per hour.

The minimum wage paid to all skiled labor employed on #wstract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employedhis contract shall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this cacttishall be SEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicatiortta$é act to the contract on this project is the
responsibility of the Contractor.

The Contractor shall have no claim against the Depant of Transportation for any changes in the minimum
wage laws, Federal or State. It is the responsilafitthe Contractor to keep fully informed of all Fedeaatl
State Laws affecting his contract.

ON-THE-JOB TRAINING:

(10-16-07) (Rev 7-21-09) Z-10

Description

The North Carolina Department of Transportation administer a custom version of the Federal On-the-Job
Training (OJT) Program, commonly referred to as theerAlte OJT Program. All contractors (existing and
newcomers) will be automatically placed in the Altéen®rogram. Standard OJT requirements typically
associated with individual projects will no longer be apht the project level. Instead, these requiremetits wi
be applicable on an annual basis for each contradtoinatered by the OJT Program Manager.

On the Job Training shall meet the requirements of 28 £30.107 (b), 23 USC — Section 140, this provision
and the On-the-Job Training Program Manual.

The Alternate OJT Program will allow a contractorttain employees on Federal, State and privately funded
projects located in North Carolina. However, prioshall be given to training employees on NCDOT Federal-
Aid funded projects.

Minorities and Women

Developing, training and upgrading of minorities and womematd journeyman level status is a primary
objective of this special training provision. Accordinghe Contractor shall make every effort to ennofiority
and women as trainees to the extent that such pessem@vailable within a reasonable area of recrutmehis
training commitment is not intended, and shall not lEduso discriminate against any applicant for training,
whether a member of a minority group or not.
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Assigning Training Goals

The Department, through the OJT Program Manager, witjagraining goals for a calendar year based on the
contractors' past three years’ activity and the emtdrs' anticipated upcoming year’'s activity with the
Department. At the beginning of each year, all cantrg eligible will be contacted by the Department to
determine the number of trainees that will be assignedhe upcoming calendar year. At that time the
Contractor shall enter into an agreement with th@abenent to provide a self-imposed on-the-job training
program for the calendar year. This agreement willughela specific number of annual training goals agreed to
by both parties. The number of training assignments nawage from 1 to 15 per contractor per calendar year.
The Contractor shall sign an agreement to fulfilltlaginual goal for the year. A sample agreement idahai

at www.ncdot.org/business/ocs/ojt/.

Training Classifications
The Contractor shall provide on-the-job training ainaddeveloping full journeyman level workers in the

construction craft/operator positions. Preferencdl Sleagiven to providing training in the following skilled
work classifications:

Equipment Operators Office Engineers

Truck Drivers Estimators

Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics

Pipe Layers Welders

The Department has established common training atadgins and their respective training requirements that
may be used by the contractors. However, the dtzggiins established are not all-inclusive. Wheeetthining

is oriented toward construction applications, trainint) e allowed in lower-level management positions such
as office engineers and estimators. Contractors shiamit new classifications for specific job funcsothat
their employees are performing. The Department wilexe and recommend for acceptance to FHWA the new
classifications proposed by contractors, if applicablew classifications shall meet the following requieens:

Proposed training classifications are reasonable aldti®@ based on the job skill classification needs,
and

The number of training hours specified in the trainirggsification is consistent with common practices
and provides enough time for the trainee to obtain jgunaa level status.

The Contractor may allow trainees to be trained bylacontractor provided that the Contractor retainsgsyim
responsibility for meeting the training and this prauisis made applicable to the subcontract. Howevey, onl
the Contractor will receive credit towards the anigaell for the trainee.

Where feasible, 25 percent of apprentices or traineesach occupation shall be in their first year of
apprenticeship or training. The number of traineed bleatlistributed among the work classifications on the
basis of the contractor’'s needs and the availabifijgurneymen in the various classifications withireasonable
area of recruitment.

No employee shall be employed as a trainee in angifdasion in which they have successfully completed a
training course leading to journeyman level status ahich they have been employed as a journeyman.
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Records and Reports

The Contractor shall maintain enrollment, monthhgl a&ompletion reports documenting company compliance
under these contract documents. These documents anthanynformation as requested shall be submitted to
the OJT Program Manager.

Upon completion and graduation of the program, the Cowoftrattall provide each trainee with a certification
Certificate showing the type and length of trainingséattorily completed.

Trainee Interviews

All trainees enrolled in the program will receive aftial and Trainee/Post graduate interview conducted dy th
OJT program staff.

Trainee Wages

Contractors shall compensate trainees on a graduatinggadsy based upon a percentage of the prevailing
minimum journeyman wages (Davis-Bacon Act). Minimum glagll be as follows:

60 percent of the journeyman wage for the first hatheftraining period

75 percent of the journeyman wage for the third quartdreofraining period

90 percent of the journeyman wage for the last quartdreairaining period

In no instance shall a trainee be paid less tharloda minimum wage. The Contractor shall adhere & th
minimum hourly wage rate that will satisfy both the B€partment of Labor (NCDOL) and the Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainee eggaoby him on the contract work who is currently eecbl
or becomes enrolled in an approved program and who receaiaing for at least 50 percent of the specific
program requirement. Trainees will be allowed to besfeared between projects if required by the Contrastor’
scheduled workload to meet training goals.

If a contractor fails to attain their training assiggnts for the calendar year, they may be taken efNGDOT’s
Bidders List.

Measurement and Payment

No compensation will be made for providing required trgimmaccordance with these contract documents.

PAYMENT AND RETAINAGE

P&R_DDC
8-06-2009

The Contractor may submit a request for partial paymerd monthly basis, or other interval as approvedéy t
Engineer. Compensation for all pay items shall kcgordance with the Standard Specifications. The amount
of partial payments will be based on the work accongidisind accepted as the last day of the approved pay
period.
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All requests for payment shall be made on the formdhead to the Contractor by the Department of
Transportation. The form shall be completely and ledited out with all appropriate information supplied and
shall be signed by an authorized representative of dimér&ttor.

All invoices must be accompanied with the DBE-IS form eveii no Subcontractors payments were made.
Payment request shall not be processed without said formléd out and attached.

If the request for payment is made by Contractor’sib®jahe Invoice shall be submitted in triplicate to:

North Carolina Department of Transportation
Attention: L. E. Reynolds, P.E.

220 North Blvd

Clinton, NC 28328

Minority Business (MB) and Women’s Business (WB) pg&ton shall be listed in the appropriate spaces on
all requests for payment. If there is no participatiemword “None” or the figure “0” shall be entered. One
hundred percent (100%) payment shall be made after sucazssifpletion of the work as verified by the final
inspection.

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the faat thany primary and secondary roads and bridges are posted
with weight limits less than the legal limit. The@actor will not be allowed to exceed the posted wdingfitis

in transporting materials or equipment to the projedte Tontractor should make a thorough examination of all
maps and haul routes on this project.

PREQUALIFICATION TO BID ON POC'S

BeginningJuly 1, 2009 any firm that wishes to perform work on Division Euase Order Contracts as either the prime contractor
or as a subcontractor on the project must be prequdiifietie type of work they wish to perform. Firms thash to bid on these
projects as the prime contractor must be prequalified wisubmitting a bid. Firms that wish to perform asilacsntractor to the
prime contractor must be prequalified prior to beginningkvaor the project.

For the purposes of prequalification, any firm that isently prequalified as a prime or a subcontractor onraklet projects for
the appropriate work codes is considered eligible to wodkoarbid on Purchase Order Contracts as long as o#mes such as
bonding and license requirements for the contract ate me

Information regarding the requirements to become pregel#s a Purchase Order Contract contractor, includingpilécation to
become prequalified if you are not already prequalified,beafound at the following website:
http://www.ncdot.org/business/howtogetstarted/
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SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-22 of the Standard Specification&ah&actor shall comply with all applicable
Federal, State, and local laws, ordinances, and regulations goveffeiygszalth, and sanitation, and shall provide all
safeguards, safety devices, and protective equipment, and shall takeemmeeded actions, on his own responsibility
that are reasonably necessary to protect the life and heaitiplafyees on the job and the safety of the public, and to
protect property in connection with the performance of the war&red by the contract.

TRAFFIC CONTROL AND WORK ZONE SAFETY

The Contractor shall maintain traffic during constrmctand provide, install, and maintain all traffic cohtr
devices in accordance with these project guideline®R1tbject Special Provisions, North Carolina Department
of Transportation Standard Specifications for Roads andttires, and the current edition of the Manual of
Uniform Traffic Control Devices (MUTCD).

The Contractor shall utilize complete and proper traffintrols and traffic control devices during all openagio
All traffic control and traffic control devices requiréor any operation shall be functional and in placergao
the commencement of that operation. Signs for tempoizerations shall be removed during periods of
inactivity. The Contractor is required to leave thejget in a manner that will be safe to the tragepublic and
which will not impede motorists.

Traffic movements through lane closures on roads withway traffic shall be controlled by flaggers staéidn
at each end of the work zone. In situations where digtance is limited, the Contractor shall provide
additional means of controlling traffic, including, but timited to, two-way radios, pilot vehicles, or addi#d
flaggers. Flaggers shall be competent personnel, adeqtratedd in flagging procedures, and furnished with
proper safety devices and equipment, including, but not indesafety vests and stop/slow paddles.

All personnel when working in traffic areas or areaslose proximity to traffic shall wear an approvedsaf
vest, or shirt or jacket which meets the color requodnets of the Manual of Uniform Traffic Control Deeg
(MUTCD).

The Contractor shall comply with all applicable FedeBéhte, and local laws, ordinances, and regulations
governing safety, health, and sanitation, and shalligeaall safeguards, safety devices, and protective
equipment, and shall take any other needed actions, owhisesponsibility that are reasonably necessary to
protect the life and health of employees on the jabtha safety of the public, and to protect property in
connection with the performance of the work coverethbycontract.

Failure to comply with any of the requirements for safand traffic control of this contract shall result
suspension of work as provided in subarticle 108-7(B) of thedard Specifications.

UTILITY CONFLICTS

It shall be the responsibility of the Contractordmntact all affected utility owners and determine thecige
locations of all utilities prior to beginning constraeti Utility owners shall be contacted a minimum oh48rs
prior to the commencement of operations. Special stzait be used in working around or near existing utilities
protecting them when necessary to provide uninterruptedcser In the event that any utility service is
interupted, the Contractor shall notify the utility arynmmediately and shall cooperate with the ownehi®r
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representative, in the restoration of service inghertest time possible. EXxisting fire hydrants shallkept
accessible to fire departments at all times.

The Contractor shall adhere to all applicable regulatand follow accepted safety procedures when working in
the vicinity of utilities in order to insure the safetf construction personnel and the public.

WORKERS’ COMPENSATION INSURANCE

Pursuant to N.C.G.S. § 97-19, all contractors of the Department of Tratgmoare, prior to beginning services,
required to show proof of coverage issued by a workers’ compensatimance carrier, or a certificate of compliance
issued by the Department of Insurance for self-insured subcongratating that it has complied with N.C.G.S. § 97-
93 irrespective of whether subcontractors have regularly in edeuer than three employees in the same business
within the State of North Carolina, and subcontractors shallfeenbéer liable under the Workers’ Compensation Act
for payment of compensation and other benefits to its employeasyfanjury or death due to an accident arising out
of and in the course of performance of the work insured by the sultontra
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STANDARD SPECIAL PROVISION

ERRATA

(1-17-12) 7Z-4

Revise the2012Standard Specificatioras follows:

Division 2
Page 2-7, line 31, Article 215-2 Construction Methodseplace “Article 107-26” with “Article 107-25".
Page 2-17, Article 226-3, Measurement and Payment, linedtletepipe culverts,”.
Page 2-20, Subarticle 230-4(B), Contractor Furnished Sources, clgm references as follows: Line 1,
replace “(4) Buffer Zone” with “(c) Buffer Zone'Line 12, replace “(5) Evaluation for Potential Wetlands and
Endangered Species” with “(d) Evaluation for Potentialtlsviels and Endangered Species”; dmde 33,
replace “(6) Approval’ with “(4) Approval’.

Division 6
Page 6-7, line 31, Article 609-3 Field Verification of Mixture ad Job Mix Formula Adjustments, replace
“30” with “45”.
Page  6-10, line 42, Subarticle  609-6(C)(2), replace  “Subarticle  609-6(E)”  with
“Subarticle 609-6(D)”.
Page 6-11, Table 609-1 Control Limitsreplace “Max. Spec. Limit” for the Target Source @bH P, Ratio
with “1.0”".

Division 10
Page 10-74, Table 1056-1 Geotextile Requirementgplace “50%” for the UV Stability (Retained Strength)
of Type 5 geotextiles with “70%".

Division 12
Page 12-8, Table 1205-4 and 1205-%eplace “THERMOPLASTIC” in the title of these tablavith
‘“POLYUREA".

Division 17
Page 17-26, line 42, Subarticle 1731-3(D) Termination and Splicingthin Interconnect Center, delete this
subarticle.
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Project Special Provisions

NOTES TO CONTRACTOR

The Contractor's attention is directed to the foligyvi
The Contractor shall not close more than one ldmeaffic without prior approval of the Engineer.

Portable "Road Construction Ahead" signs may be usesliof post mounted signs, as directed by the
Engineer.

The Standard Specifications, Section 104-5, "Overruns addridims of Contract Quantities” is amended to
exclude the item of "Borrow Excavation".
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COOPERATION BETWEEN CONTRACTORS:

(7-1-95) RG 133

The Contractor's attention is directed to Article 105-the2012 Standard Specifications
(Other Project Location-See Insert)

The Contractor on this project shall cooperate wi €ontractor working within or adjacent to the linofs
this project to the extent that the work can be edrout to the best advantage of all concerned.

DAMAGE TO EXISTING PAVEMENT, BASE, SUBGRADE, AND
PROPOSED PAVEMENT

In addition to the requirements of the Standard Speaifrcmtoncerning this subject, the Contractor is
cautioned that he will be held responsible for all damagehe pavement, base, and subgrade caused by his
operations, including but not limited to, rutting and shgwihthe existing or proposed pavement and yielding or
rutting of the existing base and subgrade.

The Contractor is cautioned to limit the weight ofdugiipment and the frequency of hauls so as to not damage
the existing pavement, base, subgrade and the proposed paveme

Any subgrade or base failures which the Contractor fmas to the beginning of his operations or during the
conditioning of the existing base are to be broughheécattention of the Engineer in writing. Repairshose
areas will be made by DOT forces. Once these defieieeas have been repaired, the requirements of this
Special Provision will fully apply.

DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewaysalfaesidents and property owners throughout the lifhef
project.

The Contractor shall not perform work for privatezetis or agencies in conjunction with this project bniw
the project limits of this contract. Any driveway pawy a Contractor which ties into a NCDOT systeadro
being paved by the Contractor must be paved either pridretroad paving project or after its completion.

NOTIFICATION OF OPERATIONS

The Contractor shall notify the Engineer one weekdmance of beginning work on this project. The Conbract
shall give the Engineer sufficient notice of all openad for any sampling, inspection or acceptance testing
required. It should be noted that grading, draining, andiztadpioperations on the subject routes will be
performed by Departmental Forces. All routes may ea\ailable by the above listed date.
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PLAN, DETAIL AND QUANTITY ADJUSTMENTS

The Department reserves the right to make, at anydurnag the progress of the work, such alterations in plans
or the details of construction as may be found necgssatesirable by the Engineer to complete the project.

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, And Other Noxious Weeds)
(3-18-03) Z-04a

Within quarantined area

This project may be within a county regulated for planti/ar pests. If the project or any part of the
Contractor's operations is located within a quarantared, thoroughly clean all equipment prior to moving out
of the quarantined area. Comply with federal/state regntaby obtaining a certificate or limited permit fomy
regulated article moving from the quarantined area.

Originating in a quarantined county

Obtain a certificate or limited permit issued by th€ NDepartment of Agriculture/United States Department of
Agriculture. Have the certificate or limited permit angpany the article when it arrives at the projeét. sit

Contact

Contact the N.C. Department of Agriculture/United St&department of Agriculture at 1-800-206-9333, 919-
733-6932, ohttp://www.ncagr.com/plantindb determine those specific project sites locatelemjuarantined
area or for any regulated article used on this projeginating in a quarantined county.

Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck, and decompasenle, separately or with other articles.
This includes movement of articles listed above thay lme associated with cut/waste, ditch pulling, and
shoulder cutting.

Plants with roots including grass sod.

Plant crowns and roots.

Bulbs, corms, rhizomes, and tubers of ornamental plants

Hay, straw, fodder, and plant litter of any kind.

Clearing and grubbing debris.

Used agricultural cultivating and harvesting equipment.

Used earth-moving equipment.

Any other products, articles, or means of conveyaot@ny character, if determined by an inspector to
present a hazard of spreading imported fire ant, gypsy matinweed or other noxious weeds.

©CoOoNoOr~WN
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SUBSURFACE INFORMATION:

(7-1-95) SP1 G112

There isno subsurface information available on this projecte Tontractor shall make his own investigation of
subsurface conditions.

MAINTENANCE OF PROJECT

The Contractor shall be responsible for maintainirggroject as directed by Section 104-10 in_the Standard
Specifications.

PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the Standard Spemfisata preconstruction conference will be required
prior to beginning work.

PROSECUTION AND PROGRESS

The Contractor shall pursue the work diligently with woeknm sufficient numbers, abilities, and supervision,
and with equipment, materials, and methods of construasanay be required to complete the work described
in the contract by the completion date and in accoelaith Section 108 of the Standard Specifications.

Work shall only be performed when weather and vigtiidnditions allow safe operations.

The Contractor shall temporarily remove his equipmenhfthe travelway for emergency vehicles and school
buses as directed by the Engineer.

Concrete Island Channel Post
04-18-07
All concrete or paved channelization islands shaleha 2 inch diameter round or square smooth wall hole
drilled, cored, formed or air hammered to the sub-graddackifilled with soil placed a minimum of 10 feet
from the nose of each end of the island (see Rdy Sigl @&.50), or as directed by the Engineer. All sign
supports that are to be erected in either existing grgsed concrete or paved channelization islands shall mee
the same requirements.

DDC904
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REMOVE AND REPLACE CURB RAMPS:

(8-16-11) SP8 R127
Description

Remove and replace curb ramps as directed by the EngiRegform all work in accordance with Section 848
of theStandard Specifications.

Measurement and Payment

Remove and Replace Curb Ramplsbe measured and paid for in units of each. Sucle gmcudes, but is not
limited to excavating and backfilling, sawing the exgtisidewalk or driveway, furnishing and installing
truncated domes. Removal and disposal of existing cunbsranfi be incidental to the work performed.

Payment will be made under:
Pay Item Pay Unit

Remove and Replace Curb Ramps Each

CONCRETE SIDEWALKS, DRIVEWAYS AND CURB RAMPS:

(8-16-11) R8 R128

Revise the2006 Standard Specifications as follows:

Page 8-35, Section 848 CONCRETE SIDEWALKS, DRIVEWAYS AND CURBRAMPS, replace
“wheelchair” with “curb” throughout the section.

Page 8-35, Article 848-2 Materialsteplace the last paragraph with the following:

Detectable warnings may be precast concrete blocksher approved material. Construct detectable warning
truncated domes in accordance with details and plans.

Page 8-36, Article 848-3 Construction Requirementgeplace the last sentence of the last paragraph kdth t
following:

The surface of the domes shall contrast visibly vaitoining surfaces, either light-on-dark or dark-on-light
sequence, covering the entire ramp.

Page 8-36, Article 848-4 Measurement and Paymenteplace the pay item “Concrete Wheelchair Ramps”
with “Concrete Curb Ramps.” The pay item list witlide the following:

Payment will be made under:
Pay Item Pay Unit

Concrete Curb Ramps Each
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DETECTABLE WARNINGS TO RETROFIT EXISTING CURB RAMPS

(10-21-03) (Rev 8-16-11) SP8 R125

Description

Construct detectable warnings consisting of raised ttadadomes to retrofit existing curb ramps in accordance
with the plan details, Section 848 of the 2(B6&ndard Specificationshe requirements of th28 CFR Part 36
ADA Standards for Accessible Desigmd these provisions.

Materials

Detectable warning for retrofitting existing curb rangpsil consist of raised truncated domes. The description,
size and spacing shall conform to Section 848 ofSthedard Specifications.

Use material for detectable warning systems as slmanein. Material and coating specifications must aeedt
in the Manufacturers Type 3 Certification and all Dedblet Warning systems must be on the NCDOT Approved
Product List for Curb Ramps.

Install detectable warnings created from one of tlilewiing materials: precast concrete blocks or bricksy ¢
paving brick, gray or ductile iron castings, mild steaird¢ss steel, and engineered plastics, rubber or camposi
tile. Only one material type for detectable warninl) lve permitted per project, unless otherwise approved by
the Engineer.

(A) Detectable Warnings shallconsist of a base with integrated raised truncated doareswhen
constructed of precast concreteéheyshall conform to the material requirements of ArtBf8-2 of the
Standard Specifications.

(B) Detectable Warnings shallconsist of a base with integrated raised truncated doameksmay be
comprised of other materials including but not limited to day paving brick, gray iron or ductile
iron castings, mild steel, stainless steel, and enginegnglastics, rubber or composite tile which are
applied directly to the curb ramps by incorporating intoatiaching to the existing ramp floor. The
material shall have an integral color throughout thektiess of the material. The detectable warning
shall include fasteners, anchors, or adhesives factatient in the existing ramp and shall be furnished as
a system from the manufacturer.

Prior to installation, the Contractor shall subnet the Engineer assembling instructions from the
manufacturer for each type of system used in accordarite Awticle 105-2 of the Standard
Specifications The system shall be furnished as a kit containimgc@hsumable materials and
consumable tools, required for the application. Thel bhacapable of being affixed to or anchored in
the concrete curb ramp, including green concrete (canthat has set but not appreciably hardened).
The system shall be solvent free and contain notiolarganic compounds (VOC). The static
coefficient of friction shall be 0.8 or greater wheeasured on top of the truncated domes and when
measured between the domes in accordance with ASTM C Hog&iid wet). The system shall be
resistant to deterioration due to exposure to sunlighterwaalt or adverse weather conditions and
impervious to degradation by motor fuels, lubricants anift@eze.
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(C) When steel or gray iron or ductile iron casting produces @ovided, only products that meet the
requirements of Article 106-1(B) of ti&tandard Specificationmay be used.Submit to the Engineer a
Type 6 Certification, catalog cuts and installation pdoces at least 30 days prior to installation for all.

Construction Methods

(A)  Prior to placing detectable warnings in existing comci@irb ramps, saw cut to the full depth of the
concrete, for other material remove as necessadadjust the existing subgrade to the proper grade
and in accordance with Article 848-3 of thandard Specifications

(B) Install all detectable warning to retrofit existing louramps in accordance with the manufacturer’s
recommendations.

Measurement and Payment

Retrofit Existing Curb Rampsith detectable warnings constructed of any type nateril be paid for as the
actual number of retrofitted curb ramps, which have lbeenpleted and accepted. Such price and payment will
be full compensation for excavating and backfiling; sawrepairing and replacing portions of the existing curb
ramp within the pay limits for retrofit shown on tHetail; pavement repairs; furnishing and placing detectable
warnings, construction joints and removing and disposingootions of the existing curb ramp when required
and for all materials, labor, equipment, tools and imt&le necessary to complete the work.

Payment will be made under:
Pay Item Pay Unit

Retrofit Existing Curb Ramp Each

2'-6" CONCRETE CURB AND GUTTER (Special):

(7-1-95) (Rev 7-18-06) SP8 R40
Description
Construct 2'-6" Concrete Curb and Gutter (Special) inrdecwe with the requirements of Section 846 of the

Standard Specificationand to the dimensions in accordance with the detaitha plans as directed by the
Engineer.

Measurement and Payment

2'-6" Concrete Curb and Gutter (Speciad)ll be measured and paid for in linear feet in accordamith Article
846-4 of theStandard Specifications Such price and payment will be full compensation fbrwark of
constructing curb and gutter, including but not limited toagating and backfiling, furnishing and placing
concrete, and constructing joints.

Payment will be made under:

Pay Item Pay Unit
2'-6" Concrete Curb and Gutter (Special) Linear Foot
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REMOVAL OF EXISTING CURB AND GUTTER, SIDEWALK,

DRIVEWAY, MONOLITHIC ISLAND, AND PAVED DITCH

The contractor shall furnish all equipment and laboessary for removing existing curb and
gutter, sidewalk, driveway, monolithic island, and pavecditben applicable, and as directed
by the Engineer. Saw cutting of asphalt pavement assegefor the removal shall be
incidental to the bid item. The Contractor will bgueed to dispose of all curb and gutter,
sidewalk, driveway, monolithic island, or paved ditch mateemoved. The Contractor will
only be allowed to remove all the above items tleatdm replace in the same day. If the
Contractor removes more of the above items thazahaeplace on a given day then the
Contractor shall backfill all open trenches prior &itihg operations for that day. Once the
trench is open, backfilling and reopening the trench bealone at no cost to the Department.
Basis of payment will be the unit bid price under Remo¥&xisting Curb and Gutter per
linear foot, Removal of Existing Sidewalk per square yRemoval of Existing Driveway per
square yard, Removal of Monolithic Island per square YRedyoval of Paved Ditch per square
yard and will cover all incidentals involved in execgtsaid work.

PORTLAND CEMENT CONCRETE (Alkali-Silica Reaction):

2-20-07 SP10 R16

Revise the2006 Standard Specificatioas follows:
Article 1024-1(A), replace the 2nd paragraph with the follgewin

Certain combinations of cement and aggregate exhibtdwmerse alkali-silica reaction. The alkalinity of any

cement, expressed as sodium-oxide equivalent, shall nee@x..0 percent. For mix designs that contain non-
reactive aggregates and cement with an alkali contenthan 0.6%, straight cement or a combination of seme

and fly ash, cement and ground granulated blast furnaceoslagment and microsilica may be used. The
pozzolan quantity shall not exceed the amount showralpteTL024-1. For mixes that contain cement with an
alkali content between 0.6% and 1.0%, and for mixes tbatat a reactive aggregate documented by the
Department, regardless of the alkali content of theeogénuse a pozzolan in the amount shown in Table 1024-1.

Obtain the list of reactive aggregates documented bpdpartment
at:http://www.ncdot.org/doh/operations/materials/pdf/quarryadrpdf

Table 1024-1
Pozzolans for Use in Portland Cement Concrete
Pozzolan Rate
Class F Fly Ash 20% by weight of required cement conteitt, 1.2

Ibs Class F fly ash per Ib of cement replaced
Ground Granulated Blast Furnace Slag  35%-50% by weight of eelquement content
with 1 Ib slag per Ib of cement replaced
Microsilica 4%-8% by weight of required cement conterithw
1 Ib microsilica per Ib of cement replaced
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WATER FOR CONCRETE:

(10-19-10) SP10 R17

Revise theStandard Specificatiorfer Roads and Structuress follows:
Page 10-63, Article 1024-4eplace article with the following:
1024-4 WATER

Ensure that water used to condition, wash, or as agreit part of materials is clear and free from injurious
amounts of oil, acid, alkali, organic matter, or otHefeterious substance. It shall not be salty or bshcki
Water used in the production of concrete or grout shdfldm wells or public water systems which are suitable
for drinking and must meet the criteria listed in
Table 1024-1.

Test all water from wells and public water supplies flahout of state locations and in the following cousttie
Beaufort, Bertie, Brunswick, Camden, Carteret, Chowzaayen, Currituck, Dare, Gates, Hyde, New Hanover,
Onslow, Pamlico, Pasquotank, Pender, Perquimans, Tarell,Washington unless the Engineer waives the
testing requirements. Water from a municipal water suppsll other NC counties may be accepted by the
Engineer without testing.

TABLE 1024-1
ACCEPTANCE CRITERIA FOR WATER
USED IN THE PRODUCTION OF CONCRETE

Requirement Limit Test Method
Compressive Strength, minimum 90 percent NCDOT Modified /
percent of control at 3 and 7 days P AASHTO T106
Time of set, deviation from From 1:00 hr. earlier NCDOT Modified /
control to 1:30 hr. later AASHTO T131

NCDOT Modified /
pH 4510 8.5 AASHTO T26
Chloride lon Content, Max. 250 ppm ASTM D512

. . NCDOT Modified / Standard
Total Solids Content (Residue), 1000 ppm Methods for Examination of Water
Max.

and Wastewater
L . NCDOT Modified /
Resistivity, Min. 0.500 kohm-cm ASTM D1125
NCDOT Modified /
Sulfate as SQ Max. 1500 ppm ASTM D516
Presence of Sugar None NCDOT Procedure
. . NCDOT Modified /
Dissolved Organic Matter None AASHTO T26

Page 10-65, Article 1026-4eplace article with the following:
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1026-4 WATER

Al water used for curing concrete shall meet the remergs of Article 1024-4 and
Table 1024-1. Water from wells, streams, ponds, or pulbliemsystems may be used.

FLASHING ARROW PANELS

The Contractor shall provide Flashing Arrow Panelswineltiple lane are to be closed.

Basis of payment will be the unit bid price unéashing Arrow PanelsperDay, and will cover all incidentals
involved in executing said work

MOBILIZATION

In Article 800-2 of the Standard Specifications, “Measurgraed Payment”, is deleted;
therefore; payment for Mobilization will be consideriacidental to the various bid items.

Traffic Control:

(01-17-12) RWZ-1

Maintain traffic in accordance with Divisions 10, 11 ab® of the2012 Standard Specificationand the
following provisions:

Install Work Zone Advance Warning Signs in accordandh Biandard Drawing No. 1101.01 of tB@812
Roadway Standard Drawing®ior to beginning any other work. Use a lane closurslow moving operation
to complete the work, as necessary, unless otherwdieated (refer to Standard Drawing No. 1101.02,
1101.11, 1110.01, 1110.02 and 1130.01 of26&@&2Roadway Standard DrawingsUse a moving operation
only if the minimum speed maintained at all times isghwith no stops that narrow or close a lane of tralfe
the moving operation is progressing slower than 3 mphyati@e, install a lane closure. Maintain the engst
traffic pattern at all times, except in the immediatek zone where lane closures are allowed as deterrbined
the Engineer.

Refer to attached details and Standard Drawing No. 1101.01, 1101@P03, 1101.04, 1101.05, 1101.11,
1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01 and 1180.20a1af the
Roadway Standard Drawingghen closing a lane of travel in a stationary waskez such as pavement patching
resurfacing, or pavement marking removal. Properly dialthcones may be used instead of drums for lane
closures during daylight hours. However, drums are requirethéoupstream taper portion of lane closures in
all applications. The stationary work zone shall bmaximum of 3 miles in length at any given time unless
otherwise directed by the Engineer. A pilot vehiclerapen may be used in conjunction with flaggers and the
appropriate pilot vehicle warning signing as directed byEhgineer. During periods of construction inactivity,
return the traffic pattern to the existing alignment amove or cover any work zone signs. When covering
work zone signs, use an opaque material that preventsigeaidihe sign at night by a driver using high beam
headlights. Use material, which does not damage theskigating. Replace any obliterated markings as
required by other sections of tA812 Standard Specificatioasd the Engineer.
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When personnel and/or equipment are working on the shaadierent to an undivided facility and within 5 feet
of an open travel lane, close the nearest open tfawel using Standard Drawing No. 1101.02 of 2042
Roadway Standard Drawingsless the work area is protected by barrier or guardvdilen personnel and/or
equipment are working on the shoulder, adjacent to a divakdyf and within 10 feet of an open travel lane,
close the nearest open travel lane using Standard RQyaMan 1101.02 of the2012 Roadway Standard
Drawings unless the work area is protected by barrier or guardMhen personnel and/or equipment are
working within a lane of travel of an undivided or dividedility, close the lane according to the traffic coht
plans,2012Roadway Standard Drawings as directed by the Engineer. Conduct the work gcathaersonnel
and/or equipment remain within the closed travel labe. not work simultaneously, on both sides of an open
travel way, within the same location, on a two-latweo-way road. Do not perform work involving heavy
equipment within 15 feet of the edge of travel way wherkw® being performed behind a lane closure on the
opposite side of the travel way. Perform work only mheather and visibility conditions allow safe operasi

as directed by the Engineer.

Do not exceed a difference of 2 inches in elevatidwéen open lanes of traffic for nominal lifts of 1rishes.
Install advance warning UNEVEN LANES signs (W8-11 at 484&) 500 feet in advance and a minimum of
once every half mile throughout the uneven area.

Backfill at a 6:1 slope up to the edge and elevation ofiegipavement in areas adjacent to an open travel lane
that has an edge of pavement drop-off as follows:

(A)  Drop-off that exceeds 2 inches on roadways withgubspeed limits of 45 mph or greater.

(B)  Drop-off that exceeds 3 inches on roadways withggbspeed limit less than 45 mph.

Backfill the unacceptable drop-off with suitable compactederial, as approved by the Engineer, at no expense
to the Department. This work is not considered pastotilder reconstruction.

When utilizing a slow-moving operation for such itemspasvement marking placement, pavement marker
installation and pesticide spraying, the slow moving dperaaravan shall consist, as a minimum, of thecleh
and devices shown on the Moving Operation Caravan IBetaishown on Standard Drawing No. 1101.02,
sheets 11, 12 and 18 the 2012 Roadway Standard Drawingdraffic cones may be used when necessary to
provide additional protection of wet pavement markingsllagaall traffic cones so they will not be blowres

by traffic.

Failure to comply with the following requirements wilsult in a suspension of all other operations:

1. Before working on ANY MAP, the Contractor shall submitvritten construction sequence for traffic
control and construction lighting for ALL MAPS to thendineer at the first pre-construction meeting
and the sequence must be approved before closing a laradfiof The Contractor and Engineer will
coordinate with the Traffic Management Unit at 919-773-2800raffic Services for additional traffic
control guidance, as necessary.

2. Coordinate the installation of items required by thetiart documents and resurfacing operations such
that these operations are completed in the order agchgimgon with the Engineer at the first pre-
construction meeting. Refer to the Provisions, Typiemd Details unless otherwise directed by the
Engineer.

3. Once the Contractor has started work at a locatiom,Gontractor should prosecute the work in a
continuous and uninterrupted manner from the time he begexsvork until completion and final
acceptance unless determined otherwise by the Engineer.

4. Obtain written approval of the Engineer before workmgiore than one location or setting up additional
lane closures.

5. Mainline pavement shall not be left milled, unmarkedi@ven at the end of a paving season.
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6. Contractor shall mill and pave lanes in an order shahwater shall not accumulate.

Notify the Engineer 48 hours before milling or resurfgamill interfere with the existing Signal Loops. Loops
may need to be placed in milled surface before resugfacours. Coordinate all signal loop operations with the
Engineer.

Notify the Engineer 15 consecutive calendar days be&wsearfacing a bridge or its approaches. Patch and make
repairs to bridge surface and its approaches before resgrfaccurs. Coordinate all operations on the bridge
and its approaches with the Engineer.

Notify the Engineer 48 hours before resurfacing the apéacisting pavement that require patching. Patch
these areas before resurfacing occurs. Allow full dapfihalt patching to cool to the point of supporting traffic
without displacement or rutting before reopening closed. laCoordinate the resurfacing operations of the
patched areas with the Engineer.

During a resurfacing only operation, bring all newly résted lanes to the same elevation within 72 hours for
nominal lifts of 1.5 inches or less of asphalt course lay the end of each work day for nominal lifts of ¢eea
than 1.5 inches of asphalt course.

For partial or wheel track miling operations on twoywawo-lane facilities, mill and pave back by the erid o
each work day. For partial or wheel track milling opera on multi-lane facilities, the lane being milledyribe
left closed and paved back within 72 hours.

The following options are available during Resurfacing andlling operations on two-way,
two-lane facilities when the entire roadway or enlame is to be milled:

(A)  Mill a single lane and pave back by the end of eactk day.

(B)  Mill the entire width of roadway and pave back witfi2 hours.

The following options are available during Resurfacing amihg operations on multi-lane facilities when all

lanes or a single lane in one direction are to bledhnil

(A)  Milla single lane and pave back by the end of eactk day.

(B)  Mill the entire width of pavement for all lanes Ibe milled in any direction daily and pave back within 72
hours.

When resurfacing facilities with ramps, resurface @ and gore area of the ramp as agreed upon with the
Engineer. Place the transverse joint on the ramiheaterminal point of the gore unless the ramp is being
resurfaced beyond this limit.

Slope the pavement at the beginning and ending of the midlilyg operation as directed by the Engineer.
Sweep and remove all milled material from the roadwsag@on as the daily miling operation is completed.
Continue miling operations until the particular sectiminroadway being milled is complete. Remove any
existing pavement adjacent to the milled area thabbas damaged and replace with patch material as directed
by the Engineer.

Maintain vehicular access in accordance with Artid@1-14 of the2012 Standard Specificationssing suitable
backfill material approved by the Engineer.
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Operate equipment and conduct operations in the same alredithe flow of traffic. Do not cross medians
with equipment, except at properly designated interchanges.

Review and record the existing pavement markings and nsapkier to resurfacing. Use the record of existing
pavement markings and markers in accordance witl2@i€ Roadway Standard Drawinge re-establish the
proposed pavement markings and markers unless otherwisedibycthe Engineer.

Provide appropriate lighting in accordance with Section 1418e®012Standard Specifications

Remove existing pavement markers in preparation for gaviRepair any pavement damage due to existing
pavement marker removal prior to the end of the work dgpose of existing pavement markers as directed by
the Engineer. No direct payment will be made forwask, as it will be incidental to the paving operation.

Payment will be made for the traffic control iterhaitt have been included in the contract. No direct payme

will be made for providing other traffic control as regdi herein, as the cost of same will be considered
incidental to the work being paid for under those varioa$ic control items that have been included. Where
the Contractor maintains traffic as required hereinrnauspecific pay items have been included in the cantrac
all associated costs will be considered incidentalht work being paid for under the various items in the
contract.

ROADWAY STANDARD DRAWINGS FOR PAVEMENT MARKINGS AND
MARKERS:

(01-17-12) RWZ-5

Use the following in conjunction with tH012Standard Specifications:

Standard Pavement Markings 2012 Roadway Standard Drawings
1205.01, 1205.02, 1205.03, 1205.04, 1205.05,
1205.06, 1205.07, 1205.08, 1205.09, 1205.10,
1205.11, 1205.12, 1205.13

Raised Pavement Markers 2012 Roadway Standard Drawings
1205.12, 1250.01, 1251.01

Snowplowable Pavement Markers 2012 Roadway Standard Drawings
1250.01, 1253.01

Milled Rumble Strips 2012 Roadway Standard Drawings:
665.01
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NON COLLUSION AFFIDAVIT

EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidder, being dulynssolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also catesithe Bidder's certification 8tatusunder penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, or acceptancaryysState Employee of any gift from anyone with a contrattt
the State, or from any person seeking to do business withtdbe By execution of any response in this procurement, yestafor your entire
organization and its employees or agents, that you arenaoe ghat any such gift has been offered, accepted, or pimysany employees of
your organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as prequalified

Attest By
Secretary/Assistant Secretary President/Vice Preshteigtant Vice President
Select appropriate title Select appropriate title
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

NOTARY SEAL
Subscribed and sworn to before me this the

day of , 20

Signature of Notary Public
Of County

State of

My Commission Expires
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Bidder, being dulynssolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and tihatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also catesithe Bidder's certification 8tatusunder penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S. 8§ 133-32 and Executive Order 24 prohibit the offer tocaapsance by, any State Employee of any gift from anyotieanéontract with

the State, or from any person seeking to do business withtdbe By execution of any response in this procurement, yestafor your entire

organization and its employees or agents, that you arenaoe ghat any such gift has been offered, accepted, or pimysany employees of
your organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Manager

Witness's Signature Individually

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the &iddeing duly sworn, solemnly swears (or affirtis)t neither he, nor any official, agent or emptogé the bidder has
entered into any agreement, participated in anlgioh, or otherwise taken any action which iséstraint of free competitive bidding in connectigith any bid or
contract, and that the Bidder intends to do thekw@ith its own bonafide employees or subcontracame is not bidding for the benefit of another cactor.

In addition, execution of this bid in the propermmer also constitutes the Bidder's certificatiorStdtusunder penalty of perjury under the laws of thetémhiStates in
accordance with the Debarment Certification attdchpeovided that the Debarment Certification alsoludes any required statements concerning exceptiaat are
applicable.

N.C.G.S. § 133-32and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae with a contract with the State, or from any
person seeking to do business with the State. xBgution of any response in this procurement, yttest for your entire organization and its empésyer agents, that you
are not aware that any such gift has been offegpted, or promised by any employees of youmizgton.

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executg.Joint Venturers Fill in lines (1), (2), (3) and (4) and execu®n Line (1), fill in the name of
the Joint Venture Company. On Line (2), fill irethame of one of the joint venturers and executabia the appropriate manner. On Line (3), pantype the name of
the other joint venturers and execute below inghpropriate manner. On Line (4), fill in the naofethe third joint venturer, if applicable and ewte below in the
appropriate manner.

(€]
Name of Joint Venture
@
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signetae
If Corporation, affix Corporate Seal and
3
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Cactor
Print or type Signer's name Print or type Signetae
If Corporation, affix Corporate Seal and
@
Name of Contractoffor 3 Joint Venture only)
Address as prequalified
Signature of Witness or Attest By Signature of Eartor
Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal
NOTARY SEAL NOTARY SEAL NOTARY SEAL
Affidavit must be notarized for Line (2) Affidamitist be notarized for Line (3) Affidavit must beaniaed for Line (4)
Subscribed and sworn to before me this Subscabeldsworn to before me this Subscribed and sweobefore me this
day of 20 day of 20 day of 20
Signature of Notary Public Signature of Notary Rubl Signature of Notary Public
of County of County of County
State of State _of State of

My Commission Expires: My Commis§&igpires: My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Biddengbduly sworn, solemnly swears (or affirms) that resithe, nor any
official, agent or employee of the bidder has enter&mlany agreement, participated in any collusion, orretise taken any action
which is in restraint of free competitive bidding innoection with any bid or contract, and that the Biddénds to do the work
with its own bonafide employees or subcontractors ambi bidding for the benefit of another contractor.

In addition, execution of this bid in the proper mannsp aonstitutes the Bidder's certification of Status umesralty of perjury
under the laws of the United States in accordance thigh Debarment Certification attached, provided that Diebarment
Certification also includes any required statementseroricg exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offartacceptance by, any State Employee of any gift fiogone with a
contract with the State, or from any person seekirdptbusiness with the State. By execution of any responthis procurement,
you attest, for your entire organization and its emm@syer agents, that you are not aware that any sucthagftoeen offered,
accepted, or promised by any employees of your organizatio

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME
The person executing the bid, on behalf of the Bidder, being dulynssolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also cotesithe Bidder's certification 8tatusunder penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S. § 133-3and Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone with a contrattt
the State, or from any person seeking to do business withtdbe By execution of any response in this procurement, yestafor your entire
organization and its employees or agents, that you arenaoe ghat any such gift has been offered, accepted, or pbimysany employees of
your organization

SIGNATURE OF CONTRACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the Biddengbduly sworn, solemnly swears (or affirms) that resithe, nor any
official, agent or employee of the bidder has enteremlany agreement, participated in any collusion, orretise taken any action
which is in restraint of free competitive bidding innoection with any bid or contract, and that the Biddénds to do the work
with its own bonafide employees or subcontractors ambi bidding for the benefit of another contractor.

In addition, execution of this bid in the proper mannsp aonstitutes the Bidder's certification of Status umesralty of perjury
under the laws of the United States in accordance thigh Debarment Certification attached, provided that Diebarment
Certification also includes any required statementseroricg exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offartacceptance by, any State Employee of any gift fiogone with a
contract with the State, or from any person seekirdptbusiness with the State. By execution of any ressponthis procurement,
you attest, for your entire organization and its emm@syer agents, that you are not aware that any sucthagftoeen offered,
accepted, or promised by any employees of your organizatio

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signexfeen

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

NOTARY SEAL

Signature of Notary Public

of County

State of

My Commission Expires:
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DEBARMENT CERTIFICATION

Conditions for certification:

1.

The prequalified bidder shall provide immediate writtena®to the Department if at any time the bidder
learns that his certification was erroneous whesuienitted his debarment certification or explanatiat th
is file with the Department, or has become erroné@@gause of changed circumstances.

The termscovered transaction, debarred, suspended, inekgidbwer tier covered transaction,
participant, person, primary covered transactionnpipal, proposal,andvoluntarily excludedas used

in this provision, have the meanings set out in thdinMlens and Coverage sections of the rules
implementing Executive Order 12549. A copy of the Federal Relggiring this certification and detailing
the definitions and coverages may be obtained fror€tmaract Officer of the Department.

The prequalified bidder agrees by submitting this form, bieatvill not knowingly enter into any lower tier
covered transaction with a person who is debarred, susgedeclared ineligible, or voluntarily excluded
from participation in NCDOT contracts, unless authatiag the Department.

For Federal Aid projects, the prequalified bidder further egytbat by submitting this form he will include
the Federal-Aid Provision titleRequired Contract Provisions Federal-Aid ConstrantiContract (Form
FHWA PR1273) provided by the Department, without subsequent modificatioall lower tier covered
transactions.

The prequalified bidder may rely upon a certification piaticipant in a lower tier covered transaction that
he is not debarred, suspended, ineligible, or voluntaxtyuded from the covered transaction, unless he
knows that the certification is erroneous. The bidday decide the method and frequency by which he will
determine the eligibility of his subcontractors.

Nothing contained in the foregoing shall be construa@daire establishment of a system of records in order
to render in good faith the certification required bys tprovision. The knowledge and information of a
participant is not required to exceed that which is nbymassessed by a prudent person in the ordinary
course of business dealings.

. Except as authorized in paragraph 6 herein, the Departmaytterminate any contract if the bidder

knowingly enters into a lower tier covered transactigttn a person who is suspended, debarred, ineligible,
or voluntarily excluded from participation in this tracsan, in addition to other remedies available by the
Federal Government.
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DEBARMENT CERTIFICATION

The prequalified bidder certifies to the best of his kealge and belief, that he and his principals:

a. Are not presently debarred, suspended, proposed for debadweelatred ineligible, or voluntarily excluded
from covered transactions by any Federal departmeagency;

b. Have not within a three-year period preceding this prdpoesan convicted of or had a civil judgment
rendered against them for commission of fraud or a mainaiffense in connection with obtaining, attempting
to obtain, or performing a public (Federal, State oallotransaction or contract under a public transaction;
violation of Federal or State antitrust statutes ommogssion of embezzlement, theft, forgery, bribery,
falsification or destruction of records; making falsgaments; or receiving stolen property;

c. Are not presently indicted for or otherwise criminally civilly charged by a governmental entity (Federal,
State or local) with commission of any of the offes enumerated in paragraph b. of this certificatiah; an

d. Have not within a three-year period preceding this prdduesd one or more public transactions (Federal,
State or local) terminated for cause or default.

e. Wil submit a revised Debarment Certification immeelatif his status changes and will show in his bid
proposal an explanatidar the change in status.

If the prequalified bidder cannot certify that he is webarred, he shall provide an explanation with this
submittal. An explanation will not necessarily resullenial of participation in a contract.

Failure to submit a non-collusion affidavit and debarnoamtification will result inthe prequalified bidder's bid
being considered non-responsive.

D Check here if an explanation is attached to thisfioation.
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Construction of Various Concrete Items - Sampson/Duplin Couty

North Carolina Department of Transportation

CONTRACT BID FORM

WBS Element Number: 3.108211 & 3.208211 and 3.103111 & 3.203111

ITEM| DESC NO. [SECT DESCRIPTION QTY | UNIT UNIT PRICE AMOUNT BID
10 | 2535000000-E | 846 |8” x 18" Concrete Curb 100 LE
20 2542000000-E | 846 1'— 6" Concrete Curb and Gutter 100 LF
30 2538000000-E | 846 2'— 0" Concrete Curb and Gutter 500 LF
40 2549000000-E | 846 2'— 6" Concrete Curb and Gutter 1500 LF
50 2577000000-E | 846 Concrete Expressway Gutter 100 LF
60 2591000000-E | 848 4" Concrete Sidewalk 60 Sy
70 | 2600000000-N| SP Retrofit Existing WCR with Raised 20 EA

Truncated Domes
80 | 2605000000-N| gag |Concrete Wheelchair Ramps 5 EA
90 [2612000000-E | g4 |6 Concrete Driveway 200 | sv
100 | 2619000000-E | 850 |4 Concrete Paved Ditch 50 sSY
110 | 2647000000-E | 852 5" Monolithic Concrete Island 500 SY
(Surface Mounted)
120 | 2655000000-E | 852 5” Monolithic Concrete Island 200 [
(Keyed In)
130 | 2738000000-E | sp |8 Concrete Slab 200 sY
(Incidental Concrete)
140 | 2738000000-E| sP Removal of Sidewalk 60 Sy
150 | 2738000000-E| spP Removal of Driveway 50 Sy
160 | 2738000000-E| sP Removal of Concrete Paved Ditch 50 SY
170 | 2738000000-E| sP Removal of Monolithic Concrete Island 500 SY
180 |2752000000-E sp Removal of Existing Curb and Gutter 500 LF
190 | 4609000000-N| sP Flashing Arrow Panel 20 DAY

TOTAL BID FOR PROJECT:
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CONTRACTOR

ADDRESS

Federal Identification Number

Contractors License Number

Authorized Agent Title
Signature Date
Witness Title
Signature Date

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF TRANSPORTATION
This bid has been reviewed in accordance with Article 103-1 of the Standard Specifications for Roads and Structures 2012.

Reviewed by Date

Accepted by NCDOT Date
Divison Engineer (date)




